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Deep Cycle Long Life AGM Battery DC12-100

CSBattery DC series deep cycle long life VRLA AGM battery uses a -
different chemistry additives in the positive plates and special AGM Ll oo

separators, The DC series features 70% higher cyclic life with 15

years of float life when compared to the standard Duration range.

This series s highly suited for very unreliable power applications

requiring the batteries to provide extra cyclic life performance such

as PV system applications, small RE systems and electric vehicles.
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Battery Discharge Table

Discharge Constant Current per Coll (Amperes at 25°C)
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Performance Characteristics

o 2 L Temperature effect on designed float life
Eﬂé E § Chargingcharacteristics p “hxmm,(,
LEN-B i
Chrgog volage | 136580 Vipiecet 35°C 21
™ w @ ]
BT EE
i =i g
o [ 7,4 L g .
2 ouse] moll] = | =
AN S (R )
Chargingime (o) Temperature( C)
Cycle life vs. Depth of discharge (25°C) Discharge characteristics (25°C)
Al 962 05) ™ -
- . i ==
wl PG T I e i
B = e
2 & O et [
g & : = L [ I
£ al - LT i
& T
N o o 0 e o ————
CyceHfeftimes) Discharging time
Temperature effect on battery self-discharge Temperature effect on capacity
g g Tt
4 = Za
z - = T osca
H N I Y gy
1 3 rcen S
3. socoen = :
£ .
. 0 WO 6w w i ne " E A
‘Temperature (°C)
Component | Poiive | Negathe | Contaner | Safety | rorminal | separator | Electrobte
Thickhigh | Balanced | came | Female | Adwnced | o
reatures | oG | PLCoBd | oitince | simupber | Copoer | AGM | O
| Specil | recomomat | A8 | 038 | vigtorgue | g pressure | “UIPhuTe
paste. on efficiency UL94VO | resistancer | ;jo~11nm | cell design (L]

Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn =




