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Fast Charge Deep Cycle Lead-Carbon Battery HDC12-120

HDC series leadcarbon batteries use functional activated carbon and Eaoe Crtion o]
materials, which the Technology Gy

battery to make lead carbon batteries have the advantages of both lead-

id b capacitors. bility of rapid
charge and discharge, but also greatly prolongs the battery lfe. It is more
suitable for the application of PSOC.
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Battery Discharge Table :
Discharge Constant Current pr Cell(Amperes at 25 °C)
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Discharge Constant Power per Cel(Watts at 25 °C)
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Fast Charge Deep Cycle Lead-C:
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Battery Discharge Capacity

Long time discharge capacity for Offer Grid solar/wind application

Capacity C20(Ah) ‘ C48(Ah) ‘ C72(Ah) l C100(Ah) ‘ C120(Ah) ‘ C240(Ah)

Model FV=175VPC

HDC12-120 12000 ‘ 12320 ‘ 12640 [ 12960 ‘ 13308 ‘ 136.56

Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn




