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Fast Charge Deep Cycle Lead-Carbon Battery HDC12-200
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charge and discharge, but also greatly prolongs the battery lfe. It is more
suitable for the application of PSOC.
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Discharge Constant Current per Cell{Amperes at 25 °C)
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Discharge Constant Power per Cell(Watts at 25 °C)

[EvrTimd smin 20 [ on [ an [ sn [ on [ m [en [1on [r2n[20m
60v [1019 653 [289 6265 1]230 0186 07 [584]515 a6 1390330 P el
165V ot 3w 3]s00 [4s.4 ]384 324 b .0]
167v |99 s s|303.7[3516310.4]282 9[259 6204 4181 630[57.1 504 [450 381 [322 o 3o]
.70v [ows 1629 4534 9436 3586 63427306 0[278.3 03[17791a1s[90 3 [w12 675 567|500 ase 573316 2]
78w [os2 s[624 2531 5[a30 (3w 1 a1 5 301 (2951251 5[2179 176 2138 o[07.4 [ 709 [s6 255 8 [0 [43.7 [ 360 312 10.80]
.80V s710[331 02932676 2042211 2[ 0 7133 s[03 7 (762 [ea s [s37 [z [a2.0 (357 (302 Tr20]
Note:

Durable Battery Choose CSBattery
on Battery HDC12-200

Fast Charge Deep Cycle Lead-C:

ge ¢ g Charging characteristics vous o DiSChANGe characteristics
8838 2 @25CITTF e CITTF
Crargingime (hou) Discharging ime (hour)
Temperature effect Temperature effect on capacity
& on battery self-discharge B T
Lo _
2 %« e cuull
8w R gt }
e I oe/ar Be T o
8 = ot sor 8 - :
3 - g I I
3 /e S 1 I
g I i |
& LI R R
Storage time month Temperature (°C)
Temperature effect on Design Service Iife Cyde Life I Relation to Depth of Discharge
@25°C/77°F
2 T T
5 i >
g S -
2 N 5o
g £ =
Flotchrging votge: 1368640 10V S
1 “
W W w ® R
Temperature (°C) Deepth of discharge (%)
Long time discharge capacity for Offer Grid solar/wind application
Capacity C20(AR) ‘ C48(An) [ C72(Ah) [ C100(Ah) ‘ C120(Ah) ‘ C240(Ah)
Model FV=L75VPC
HDC12-200 20000 ‘ 20533 ‘ 21067 l 21600 ‘ 22180 ‘ 227560

Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn




