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OPzV Deep Cy: Tubular GEL Battery 120PzV1200

CSBattery OPzV series Tubular GEL battery is with 25 years floating
design life, it is a Valve Regulated Tubular Gel battery that adopts
immobilized GEL and Tubular Plate technology to offer high reliability
and performance. The Battery is designed and manufactured according
to DIN standards and with die-casting positive grid and patent formula
of active material. OP2V series exceeds DIN standard values with more
than 25 years floating design life at 25 Cand is even more suitable for
cyclic use under extreme operating conditions.

Applications General Features

¥ Itcan discharge at 40'C-70C, Charge at
50C

> Solar & Wind Power system
> Nuclear power station ¥ Long ife expectancy of 20+ years in
> Telecom backup power supply - floting condition
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Dimensions & Weight Technical Specifications

il Volage 2V(Single Cel
Length(mminch) 2751083 Design Floating Life @25C Years
Width(mnyinch) 2105827 ‘Nomina Capacty @25 C(10 hout e 120 07,18V )
Height(mm/inch) 6661262 é - ;;T“‘" "“,‘:j:-: 55‘/‘/'
apacity @2 ur ate (2044,
Total Height(mminch) 681726 8 g w4
Weight(kg/lbs)e3%) 871918
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OPzV Deep Cycle Tubular GEL Battery 120PzV1200
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Battery Discharge Capacity
Long time discharge capacity for solar/wind application
ap: [ c24(an) | cas(am [ c72(ah) | C100(Ah) | 120 (Ah) | €240 (Ah)
Model F.V=185VPC
OPV2-1200 | 1333 | 1500 | 1510 | 1530 | 1556 | 1582
Nots 3 charg 1 and b
CSBattery
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