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OPzV Deep Cycle Tubular GEL Battery 40PzV250
CSBattery OPzV series Tubular GEL battery is with 25 years floating. 2 ) Tubular
Gesin e, 1 1 Vv Regulted Tubulr Gl batery that adopts
immobilized GEL and Tubular Plate technology to offer high reliability
and performance. The Battery is designed and manufactured according.
to DIN standards and with die-casting positive grid and patent formula
of active material. OPzV series exceeds DIN standard values with more
than 25 years floating design life at 25'Cand is even more suitable for
cyclic use under extreme operating conditions,

Applications General Features

¥ Itcan discharge at -40°C-70°C, Charge at
050°C

> Solar & Wind Power system
> Nuclear power station ¥ Long ife expectancy of 20+ years in
floating condition
 Adopts quality silicon nano gel electrolyte
> v
Emergency Power System COMPLIED STANDARDS

)@ENCE

» Telecom backup power supply

<

Deep cycle performance: up to 3300

Dimensions & Weight Technical Specifications
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Heighi(mminch) 375/1476 Capatty @25C o (2 A1 75V )
Total Heighi(mm/inch)  390/15 35 1 hour ke (1S8A.1 6V )
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Performance Characteristics
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Battery Discharge Capacity
Long time discharge capacity for solar/wind application
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
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