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Deep Cycle Long Life AGM Battery DC12-150

CSBattery DC series deep cycle long life VRLA AGM battery uses a -
different chemistry additives in the positive plates and special AGM 20ed Do

separators, The DC series features 70% higher cyclic life with 15

years of float life when compared to the standard Duration range.

This series s highly suited for very unreliable power application:

requiring the batteries to provide extra cyclic lfe performance such

as PV system applications, small RE systems and electric vehicles.
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Battery Discharge Table

Volage 144149V

Discharge Constant Current per Coll (Amperes at 25°C)
EV/Time Somin_|_4smin | _1h 0 . sh n b | 20n | 1oon
160v 1394 | 990 | se6 | 520 | 370 | 252 | 167 | 19 | s10 | 1s0
165V 1369 | 972 | ss1 | 519 | 365 | 248 | 164 | 1s6 | 795 | 176
L70v 144 | osa | x5 | st | ss | 2e3 | 1l | w3 | 780 | um
175V 318 | 936 | 819 | s00 | st | 239 | 1s8 | w0 | 7es | 1m0
180v 1268 | w0 w8 | s 8 [ mo [ us2 [ s [ 950 [ 10

Discharge Constant Power per Coll (Watts at 25°C)

Fv/ime | Ismin | 30min | dsmn | _1n n 3 sh s b | 20n | 1oon
160v_| 4510 | 2684 | 106 | tess | 1018 | s | ase | 321 | 286 | 1se | 3a6
1esv_ | 4w28 | 2635 | 1971 | 1ea7 | o | 702 | 417 | 3is | w1 | 153 | sa0
170v_ | asee | asse | 1836 | 1eo7 | os1 | eso | 468 | 309 | 275 | 150 | 33
175v_ | aea | 2538 | 1s02 | 1527 | 62 | e76 | 4so | 303 | 270 | 1a7 | 33
18ov_ | 4100 | 2040 | 1733 | iste | o5 | eso | a2 | 202 | 260 | 1ea | 321

Note: 3 charg Celland batery
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Performance Characteristics

. 2 L Temperature effect on designed float life
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn =




