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Deep Cycle Long Life AGM Battery DC12-180

CSBattery DC series deep cycle long life VRLA AGM battery uses a -
different chemistry additives in the positive plates and special AGM zeced Do

separators, The DC series features 70% higher cyclic life with 15

years of float life when compared to the standard Duration range.

This series s highly suited for very unreliable power application:

requiring the batteries to provide extra cyclic lfe performance such

as PV system applications, small RE systems and electric vehicles.
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Battery Discharge Table

Discharge Constant Current per Coll (Amperes at 25°C)
Ev/ime | 1smin | 30min | dsmin | _1h o n sh n b | 20n | toon
aeov_ | asi2 | 1673 | nss | o0 | e3s | a6 | 303 | 200 | s | om | 216
16sv_ | 270 | te43 | ne6 | w1 | 623 | 437 | 297 | 196 | 175 | s+ | an
wrov | amoe | te2 | nas | w2 | etz | w29 | 292 | 193 | 12 | o3 | 08
azsv_ | 26s8 | 1s82 | 123 | o83 | 600 | 421 | 286 | 189 | ies | ois | 204
wsov_ | asse | s | woso | s | 517 s | s | usa | w2 | oo | 200

Discharge Constant Power per Coll (Watts at 25°C)

Fv/ime | Ismin | 30min | dsmn | _n n 3 sh s b | 20n | 1oon
L60v a0 | 287 | 2001 | 1222 | wss | sa3 | 385 | 343 | 187 | aus
L6sv 3162 | 2245 | 1965 | 199 | sa2 | 573 | w8 | 337 | 1s4 | sos
L70v 3104 w928 | 177 | w6 | se2 | w1 | 31 | 180 | aw
175v 3045 | 2162 | 1892 | uss | s | ssi | 3ea | 324 | 177 | 3w
180V 2028 | 2079 | usto | ua | w0 | ss0 | 3so | sz | 173 | sss
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Performance Characteristics

. 2 L Temperature effect on designed float life
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn =




