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Deep Cycle Long Life AGM Battery DC12-200

CSBattery DC series deep cycle long life VRLA AGM battery uses a
different chemistry additives in the positive plates and special AGM anl T 2
separators, The DC series features 70% higher cyclic life with 15

years of float life when compared to the standard Duration range,

This series s highly suited for very unreliable power application:

requiring the batteries to provide extra cyclic life performance such

as PV system applications, small RE systems and electric vehicles
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Battery Discharge Table

Dischargo Constant Current por Call (Ampors at 25°C)
#/ime | tsmin | Somn | ssen | | o | w [ o0 [ o
seov | 324 | 1o | 120 | uss | 05 | aes | 37 198 | 108
vesv | 3057 | s | 106 | wse | o2 | sse | 30 194 | 106
rov | sor0 | w1 | w12 | s | ers | 417 | 32a 191 | 10s
arsv | 20sa | uss | ias | 102 | 67 | ses | aus 187 | 102
seov | om0 | 100 | 1200 | 1050 | es1 | sso | 306 180 | 100
Discharge Constant Power por Coll Watts at 26°C)
wv/tme | tsmin | Somn [ wmn | [ 2 [ [ s | o | o | o [ oo
veov | oors | 3519 | ass1 | a3 | 17 | 953 | s | aas | w1 [ 208 | se
vesv | swa | 3sis | aws | w3 | 13 | o6 | es | s20 | 3s | 204 | 4
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voov | sae7 | sy | a0 | a1 | 1na | ses | sto | e | a7 | o3 | am
Note: Colland batery
Copyright® 2016 CSBattery Energy Co, Limited I"""
Durable Battery Choose CSBattery e prasiig
Deep Cycle Long Life AGM Battery DC12-200

Performance Characteristics

Temperature effect on designed float ife
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Battery Construction
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBatterv.cn




