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Deep Cycle Long Life AGM Battery

CsBattery DC series deep cycle long life VRLA AGM battery uses a
different chemistry additives in the positive plates and special AGM
separators, The DC series features 70% higher cyclic life with 15
years of float life when compared to the standard Duration range.
This series s highly suited for very unreliable power application:
requiring the batteries to provide extra cyclic life performance such
as PV system applications, small RE systems and electric vehicles.
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Performance Characteristics

255 E % Charging characteristics

Temperature effect on designed float ife

amsooaso
22 2 o i s pmearse 2 =
18
o] ome YA st S o
1 O A = A T
Chargingime (o) Temperature( C)
Cycle life vs. Depth of discharge (25°C) Discharge characteristics (25°C)
A IECWE2 050) ™ T
e !
SN T T o~ TR T
B = e
< ol T T n» T resse
2 £ O e T {
i R L m
£ al - T e
H Wi w3 s
b 0 200 240 100 30 00 iy —————y ———
Cycle life{t imes) Discharging time
Temperature effect on battery self-discharge ‘Temperature effect on capacity
g g = T
z = Za
K] = E [ user
£ S 1= iton gepr =SB
rCEen = . ek
E N S5
3 rcsen i
T »f T
£ .
. WO 6w w ol i .en
‘Temperature (°C)

Battery Construction
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn =




