Durable Battery Choose CSBattery
'e AGM Battery

CsBattery DC series deep cycle long life VRLA AGM battery uses a
different chemistry additives in the positive plates and special AGM
separators, The DC series features 70% higher cyclic lfe with 15
years of float life when compared to the standard Duration range.
This series s highly suited for very unreliable power applications
requiring the batteries to provide extra cyclic life performance such
as PV system applications, small RE systems and electric vehicles.

Applications [

>Thicker plate with high Tin low
Calcium alloy

> High Reliabilty and Good Quality
»Deep Discharge Recovery

Deep Cycle Long

Solar Systems
>Wneel chair, Golf Cart

Telecom systems
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COMPLIED STANDARDS

>Cable TV Systems >High Power Density
Wossinbiii—. >Longer Service Life, in both Float IEC60896-21/22  JIS C8704
or Cyclic YD/T799 1509001
Dimensions & Weight Technical Specifications GB/T 19638 e
T2V(6 colsper uni)
Langtmm) 16651 Design Floating Life @25C 12 Ye
Width(mm) 175+1 @25°C(20 hour rate@) 2A,108V) 24Ah
Height(mm) 12641 10hour rate (224,10 8V) 2Ah
Capacity @25°C S bour e (38A.10.5V) 1oAh
+
{Tota Helghi{ram) 2654 1 hour rate (14.7A.9.6V) 14.7Ah
Weight(kg) 83+3% o =T20mt
Discharge SISCSC
Ambient Temperature Charge AISTST
= Storage L15TAST
— sC L44AGSS)
b ——— we 105%
[ O el .
oc 8%
— (10hour) = =
P Self Discharge@25 C_per Month %
= Inital Charging Current Less than 7.2A
Q Chorge (Constant | S Ve Voltage 136-138V
o o Volsge) @25°C = il Charging Current Less han 72
CyslaUse Voltage 144-149V
Battery Discharge Table
Discharge Constant Current per Cell (Ampores at 26°C)
FV/Time. 15min_| 30min_| d4Smin_ 1h 2h 3h 5h 8h 100h
1ev | 88 | 236 w7 | ss | so | a0 | 21 02
tesv_| 381 156 | 144 | 83 | ss | 40 | 26 028
v | 314 153 | ai | 82 | s | 30 | 26 02
s | 67 150 | 19 | so | se | s | as 01
1sv | 353 e | 153 | 77 | sa | 37 | 24 027
Discharge Constant Power per Cell (Watts at 25°C)
ev/Tme | 1Smin | S0mn | asmn | b | v [ sn | sn | s | ton | 20n | toon
vev | 747 | ass | s | a2 | 163 | na | 78 | st | a6 | as 55
vesv_| 733 | a7 | 9 | 297 | e | 12 | 76 | so | as | 24 | oss
wv | 10 | ws | a | 22 | 1s7 | o | s | wo | as | 24 | oss
wrsv_ | 706 | w0 | 288 | 267 | 154 | tos | 74 | w9 | a3 | 24 | 052
1sv | 679 | a3 | 27 | 26 | 1es | w04 | 24 | a7 | a2 | 23 | ost
Note: Celland battery
-
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Deep Cycle Long Life AGM Battery DC12-24
Performance Characteristics
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Temperature effect on battery self-discharge Temperature effect on capacity
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.

Tel: +86-755-29123661 Em:
Website: B: n

ail: Sales@CSBattery.cn, Support@CSBattery.cn
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