Durable Battery Choose CSBattery e prasiig
Deep Cycle Long Life AGM Battery

CsBattery DC series deep cycle long life VRLA AGM battery uses a
different chemistry additives in the positive plates and special AGM
separators, The DC series features 70% higher cyclic life with 15
years of float life when compared to the standard Duration range.
This series s highly suited for very unreliable power application:
requiring the batteries to provide extra cyclic life performance such N
as PV system applications, small RE systems and electric vehicles.
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Battery Discharge Table

Discharge Constant Current per Cell (Ampores at 26°C)
£9/Time | tsmn | Somn | 4smin | b | o | n | sn | s | ton | 2n | tom
veov | 17 | w7 | se1 | s19 | 00 | 210 | w3 | o4 | ss | a0 |t
vesv | 1m0 | w2 | ssi | s09 | 294 | 207 | w0 | o3 | w3 | st | 1w
ov | 14 | o6 | se1 | so0 | a0 | 203 | s | o1 | w1 | s | om
aasv_ | 1209 | w1 | 30 | w1 | aw3 | 199 | 135 | w9 | w0 | e | o
v | 1250 | 61 | sio | w2 | 212 | 101 | 10 | w6 | 77 | 25 | om
Dischargo Constant Power por Coll Watts at 25°C)
#v/tme | tsmn | omn | asmn | h | | n [ sh | s | won | o0 | room
16 | 2646 | 161 | woso | 990 | 5717 | ans | 215 | 2 | 162 | ss | 106
vesv | 2w | 182 | w60 | os1 | ses | o8 | 270 | 178 | uso | 81 | 1o
1o | 2ss0 | 1ss2 | wos1 | 63 | sse | 90 | 2es | 175 | use | ss | 1w
a7sv | 201 | 123 | wet | sss | ses | w3 | 260 | 172 | uss | 83 | uss
voov | 2ws | wsa | o2 | oos | 24 | 368 | 250 | 1es | a7 | 82 | im
Note: Celland bttery
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Deep Cycle Long Life AGM Battery DC12-85

Performance Characteristics

. 2 L Temperature effect on designed float life
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn =




