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Valve Regulated Long Life GEL Battery GB12-100G

CSBattery GBG series pure GEL battery is with 12-15 years floating gy GEL Loge Life

desn e, 1t io ok for sandby o uens vl dscharss (D
applications under extreme environments. By adopting thicker grids,
high purity 99.997% lead and patented Silicon Gel electrolyte, GBG
series offers excellent recovery performance after deep discharge
under frequent cyclic discharge use, and can deliver 1200 cycles at 50%
DOD even work in hot or cold area. Suitable for Solar, CATV, marine, RV
and deep discharge UPS, communication, and tele communication , etc.
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Dimensions & Weight Technical Specifications

Nomsin] Voifser 12V cells per unit)
Length(mim/inch) 311303 Design Floating Life @25C 15 Yeus
‘Width(mm/inch) 1741685 Nominal SC(10 hour rae@ 100AT08Y) | 100Ah
Helght(minch) i 0hour e (5.354.10.8V) [0
Capacity @25C S hour rae (18 34.10.5V) 9154
“Total Height(mm/inch) 21978 62 iy <ok
Weight(kg/lbs) (£3%) 29,5765 el Resistanee @s5¢ =5 o)
Discharge 20CT-0C
—— &0 Ambient Temperature Charge -0T-60C
Stonge 20e-60C
" @asc 600G
it e 105%
Capacit affected by P2 9%,
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e 5%
(10 hour) i b
= Self-Discharge@25C_per Month %
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sc arge onsan uren per o mperesa

min_|_4smm_|__ih n 3h s s 1o 20
wsi | 74 | e6s | ans | 296 9.1 e | waw | sm
w22 | 74 | es7 | ex | o1 188 s | wowm | sm
904 n3 | 60 | 391 286 185 4 | 100 | se
966 093 | 612 | a1 219 183 13 | o | sel
938 613 | s94 | 312 | o1z 150 2 | tow | sss

Discharge Constant Power per Coll (Watts at 26°C)

EV/ime | ismin | 30min | asmin i 2 h sh [0 10h 20m

3149 | 1959 | 1a06 | 141 | 756 553 36 | 217 194 108

Losv 318 | 1907 | 1368 | 108 | 72 43 351 215 192 107

L0V 286 | issa | 130 | ura | ms 533 346 213 190 106

L5V 2755 | is02 | 1203 | w1 | i1 520 341 211 188 105

180V 204 | 179 | 155 | 108 | e9s 507 36 209 187 104
Note: il and batter
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Valve Regulated Long Life GEL Battery GB12-100G
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn
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