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Sealed Lead Acid Dural AGM Battery GB12-100

CSBattery GB series AGM batteries are designed to have a large
amount of stored current discharged between charging sessions,
with very heavy non-porous battery plates to withstand repeated
major discharging and charging cycle. The CSBattery VRLA AGM
battery uses a different chemistry for the plates active paste
material, and a slightly stronger electrolyte than normal battery
electrolyte, thus the GB range features higher cyclic life with 10
years of float lfe when compared to the standard Duration range.
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Dimensions & Weight Technical Specifications
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Inial Charging Current Les than 25A
Volage 136138V

niial Charging Current Less than 254
Voliage 14.4-149V

Standby Use
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Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Time | 1smin | _30min_|_45min ih m 3h s | 10n 20
188 | 10s1 | 754 | ees | a0s | 296 9.1 e | waw | sm
L6sv 1618 | 1022 | 734 | 647 | 308 | 201 188 s | wowm | sm
170V 158 | o4 n3_ | 60 | 391 286 185 4| 100 | se
175V 1477 | 966 093 | 612 | a1 219 183 TR ITYT )
8oV 107 | e3s 73 se4 | w2 | 212 150 2 | tow | sss
Discharge Constant Power per Coll (Watts at 25°C)
EV/Time | 1smn | 30min | _dsmin i B h 10h 20m
Leov 3149 | 1959 | 106 | 141 | 756 553 194 108
Losv S8 | 1907 | 1368 | 108 | 72 | 543 | 192 07|
L0V 286 | issa | 130 | ura | ms 533 190 106
L5V 2755 | is02 | 1203 | w1 | i1 520 188 105
180V 204 | 179 | 155 | 108 | e9s 507 36 209 187 104
Note: . Celland battery
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Cyclelfe vs. Depth of discharge (25°C) Discharge characteristcs (25°C)
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn
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