Durable Battery Choose CSBattery o s
Valve Regulated Long Life GEL Battery GB12-100

CSBattery GBG series pure GEL battery is with 12-15 years floating v oL Togelite
design fe, it is ideal for standby or frequent cyclic discharge
applications under extreme environments. By adopting thicker grids,

high purity 99.997% lead and patented Siicon Gel electrolyte, GBG
series offers excellent recovery performance after deep discharge

under frequent cyclic discharge se, and can deliver 1200 cycles at 50%
DOD even work in hot or cold area. Suitable for Solar, CATV, marine, RV
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Dimensions & Weight Technical Specifications.
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Inial Charging Curren Less than 254
Volage 136138V

niial Charging Curren Less than 25
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Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Time | tSmin | omin | ssmn | __ih y s s 1o 20
av | 120 | wie 98 | 9 | ses 12 | s | 9 | sw
Vesv_ | ase | w20 | ceo | sa3 | sss 169 | 104 | o5 | su
irov | 1393 | w95 | 2 | ser | ss2 167 | 103 | oa | soe
v | 0 | w0 | ees | st | a3 164 | 102 | 93 | sm
18V | 1266 | s | w6 | 535 | 35 162 | 01 | 930 | sw

Discharge Constant Power per Cell (Wats at 25°C)
EV/Time | ismn | 3omin | asmin | 10 n . s y 100 20n
w34 | 163 | mes | g | et | s9s | mo | 16 | s 91
Lesv. a6 | e | 231 | w87 | ess | ags | 316 | o4 | 13 96
170V 2508 | 1e69 | 1197 | 1057 | ese | ar0 | 31 w2 | i s
175V 280 | 122 | e | w27 | eo | ses | 301 | w0 | 170 94
180V 2362 | 1514 | 130 | 97 | w4 | as1 | 302 188 | 168 93
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Performance Characteristics
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Charging time(hour) Temperature(°C)
Cycle life vs.Depth of discharge (25°C) Discharge characteristics (25°C)
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Battery Construction
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www CSBattery.cn




