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Sealed Lead Acid Dural AGM Battery GB12-120
CSBattery GB series AGM batteries are designed to have a large T T ned
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with very heavy non-porous battery plates to withstand repeated
major discharging and charging cycle. The CSBattery VRLA AGM
battery uses a different chemistry for the plates active paste
material, and a slightly stronger electrolyte than normal battery
electrolyte, thus the GB range features higher cyclic life with 10
years of float lfe when compared to the standard Duration range.
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Voltage 144-149V.

Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Time | 1Smn | Somn | 4smn | ih n h s o |2
1oy | s | ol | w2 | ws | w2 | o | aa | ne | 63
tesv_ | w30 | 1o | w6 | 7or | aui | 302 | 7 | 13 | w1 | e2
170V w2 | 107 844 674 a0 294 203 140 s 62
15V | eos | 1058 | 07 | et | 3so | oxs | 19 | 138 | 14 | et
tsov | ases | w0 | ms | es | ws | 218 | tes | 16 | us | 6o

Discharge Constant Power per Cell (Watts at 25°C)

EV/Aime | t5mn | Somn | dsmn | h :n 3 s i 200
L6V 307 | 230 | im0 | w6 | ss | se7 | w6 | os1 121
16V 38 | ome | dera | uas | s | s | a0 | s 120
170V 383 | 2102 | iets | 1302 | 7es | ser | w4 | s 119
175V 3268 | 206 | 1ssa | s | m1 | sse | s | om0 s
Lsov 3068 | 2001 | 102 | 1214 | m2 | se0 | 30 | 26a | 24 | w2

Note: Colland battery
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Performance Characteristics
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.csbatterycn.com




