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Valve Regulated Long Life GEL Battery GB12-120G

CSBattery GBG series pure GEL battery is with 12-15 years floating gy GEL Logelife

desn e, 1 io ok for sandby o fsuens vl dsrarss (R
applications under extreme environments. By adopting thicker grids,
high purity 99.997% lead and patented Silicon Gel electrolyte, GBG
series offers excellent recovery performance after deep discharge
under frequent cyclic discharge use, and can deliver 1200 cycles at 50%
DOD even work in hot or cold area. Suitable for Solar, CATV, marine, RV
and deep discharge UPS, communication, and tele communication,, etc.

Applications [
5 v

PAM additives
i ' Long e expectancy of 15 years infloating

> Power Equipment condition

5 v p
P SHEER W  Excellent deep discharge recovery capabilty

> 4 1200

: e G@OENCE

Dimensions & Weight Technical Specifications

Nominal Voltage 12V(6 cells per unit)
Length(mminch) 07603 Dosiza Plastng 1{1e G250 T
Width(minch) 174/6.85 Nominal Ca C(10 hour ie@120A.108Y 120An
Height(mm/inch) 210827 20hour ate (6.661.10 8V) 13324
> Capacity @25C 5 hour e (21 9A10.5V) 109340
Total Height(mminch) 233918 ey e
Weight(kg/lbs)43%)  34.5776.1 @35 Song
Discharge 20C-60T,
Ambient Temperature Charge -10c-0C
Stonage 20C-60T
wasc 720AGs)
P———— we 105%
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15T 65%
Self-Discharge@25C_per Month %
. il Charging Current Less than 30A
S Standby Use i s
Voliage) @25C ‘ P ‘ Tl Charging Current Less fan 304

Volage 144149V

Discharge Constant Current per Cell (Amperes at 25°C)
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Valve Regulated Long Life GEL Battery GB12-120G

Performance Characteristics

£ Chargingcharacteistics e

Temperature effect on designed float life
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn
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