Durable Battery Choose CSBattery 06 ST
GB12-120G

CsBattery GBG series pure GEL battery is with 12-15 years floating v oL oortie
design life, it is ideal for standby or frequent cyclic discharge
applications under extreme environments. By adopting thicker grids,
high purity 99.997% lead and patented Silicon Gel electrolyte, GBG
series offers excellent recovery performance after deep discharge
under frequent cyciic discharge use, and can deliver 1200 cycles at 50%
DOD even workin hot or cold area. Suitable for Solar, CATV, marine, RV
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Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Time | iSmin | 30min | 4smin In n 3 sh s 10n 20
oov_| 203 | 1203 | oy n2 | ws 32 | o 144 19 63
165V 1930 | 140 | ®me | 1 4Ll 02 | 207 133 17 62
170V w12 | 107 | 84 | 674 | a0 | 94 | 203 10 s 62
135V 198 | 1058 | 807 | 616 | 389 28 199 1538 14 61
Lsov 1593 | w0 | ms | ed | wms | as 195 136 13 60

Discharge Constant Power per Cell (Wats at 25°C)
EV/Aime | ismin | S0min | asmin n n . s s 100 20m
307 | 230 | 131 | 1me | sos 507 | ws | aw1 22 121

Losv 3138 | ome | ez | 18 | 783 81 a0 | 278 | 230 120
L0V 3483 | 2190 | teo | 102 | 765 s67 | w4 | ms | »s 19
L5V 368 | 2086 | 1ss4 | 1osa | 77 556 388 | 212 | 2 s
LoV 3068 | 2001 | 1502 | 1214 | 72 40 380 | 28 | 224 17
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Valve Regulated Long Life GEL Battery GB12-120G
Performance Characteristics
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www CSBattery.cn




