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Durable Battery Choose CSBattery

CSBattery GB series AGM batteries are designed to have a large TV
amount of stored current discharged between charging sessions, 154h
with very heavy non-porous battery plates to withstand repeated

major discharging and charging cycle. The CSBattery VRLA AGM

battery uses a different chemistry for the plates active paste

material, and a slightly stronger electrolyte than normal battery
electrolyte, thus the GB range features higher cyclic life with 10

years of float life when compared to the standard Duration range.
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Dimensions & Weight Technical Specifications

Length(mm/inch) 152/5.98 ‘Design Floating Life @25C SVears
e Storage
2

Self-Discharge@25'C_per Monith
Tnital Charging Current Less than 4.55A.

e (Constamy | S0y Use Hage 13.6-138V.
Voltage) @25C Inital Charging Carrnt Less than 4,557
il Voliage 144149V

(Amperes at 25°C)

EV/fime | Smin | 10min | 1smin | 3omin | asmin | 1h | an | sn | sn | s | o0 | 200
160v_| arss | 3100 | 2400 | 1595 | 1147 | 057 | ses | a0 | 273 | 184 | 152 | om0
165V | 4698 | 3.3 | 2357 | 1566 | 1006 | 040 | 587 | aoe | 268 | 180 | 149 | o7s

170v_| 4611 | 307 | 2313 | 1537 | 1076 | 020 | 576 | 305 | 263 | 177 | 146 | om
175V | as2s | 3016 | 2269 | 1508 | 1056 | 005 | sec | 3es | 258 | 174 | 1as | 076
160v_ | 4350 | 2000 | 2182 | 1a50 | 1015 | 870 | saa | 373 | 248 | 167 | 138 | o075
Discharge Constant Power per Cell (Wais at 25°C)

EV/Time | Smin | 1omin | 1smin | 3omin | dsmin | _n ES N N B A Y
160V [ 92151 | 6141 | 4620 | 3070 | 2149 | 1842 | 151 | 789 | s26 | 354 | 292 | 154
Lesv_ | o0as | 6029 | as3e | 3015 | 2190 | 1809 | 1130 | 775 | s1s | e | 2 | 1s;1
170V | 876 | 5017 | aase | 2059 | 2071 | 175 | 110 | 760 | sor | 3ar | 28 | 148
175V | 8700 | 5806 | 4368 | 2003 | 2032 | 17.42 | 1085 | 746 | asr | 334 | 276 | 145
180v | sa7a | ssss | 4200 | 2791 | 1954 | 1675 | 047 | 717 | azs | s | 266 | 140

Note: celland battery
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Durable Battery Choose CSBattery £5

Sealed Lead Acid Durable AGM Battery GB12-15

Performance Characteristics
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Cycle life vs. Depth of discharge (25°C) Discharge characteristics (25°C)
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Storage time( month) Temperature(C)
Component | Poive | Nowve | o | oy vaie | terminat | Separwor | pecteayie| ot
Balanced
Thick high Fire Flame Advanced AGM | Dilue high
) Siowts | PoComitn | e, | st Fo | Mt | iy
onixcs grid with S agir Sopt high pressure | sulfuric.
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn 2016 Csatte




