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Valve Regulated Long Life GEL Battery GB12-150G
CSBattery GBG series pure GEL battery is with 12-15 years floating 2V CEL LogeLife
desn Wo, R s oka or stanby or reauent ot aiscrrse (IR
applications under extreme environments. By adopting thicker grids,
high purity 99.997% lead and patented Silicon Gel electrolyte, GBG
series offers excellent recovery performance after deep discharge
under frequent cyclic discharge use, and can deliver 1200 cycles at 50%

DOD even work in hot or cold area. Suitable for Solar, CATV, marine, RV
and deep discharge UPS, communication, and tele communication , etc.
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Dimensions & Weight Technical Specifications

Noralonl Veltoge 12V(6 cells per unit)
Length(mminch) 4841906 “Design Floatng Life @25C 15 Yeurs
Width(mn/inch) 171673 @250 hour rate@7 SA108V) 150Ah
Height(mminch) 21949 - Db 4102Y) My
Capacity @25° S hour e (25 0A.10.5V) 125
Total Height(mminch)  241/9.49 fps ey il
g (+: 4150915 Full Charged Battery @25 5 5mQ
e Discharge 2T-60C
— Ambient Temperature Charge -10C-60C
Storage 20C-60C
0 w@nsc 900A Gs)
% a0C 105t%
Capacity affected by o b
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SelfDischarge@25C_per Month
Iniial Charging Current Less tan 37 5A.
Voltage 13 6-138V.

Tnitial Charging Current Less tan 37 5A.
Voltage 14-149V.

T

Vo 25 |

Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

voon | o [ wsmn | | [ » [ & | w [ w | o
2313 1307 938 829 556 406 261 | 160 149 782
217 | 172 | o1 06 Si5 399 258 | 158 147 774
220 | 1237 | w7 | 7sa | ;s | s | 254 | 151 | ws | e
2024 1202 862 762 522 382 250 | 155 143 758
1928 | 167 | w7 | w0 | swo | 313 | 247 | 153 11 750
Discharge Constant Power por Cell Watts a25°C)
EV/Time | tomn | Somn | smn | h [ 2 h Ey FTI TT T
ass3 | o517 | wsos | 95 | 6o | 782 | 03 | 307 | 274 | s
Lesv_ | 267 | awss | irse | iss2 | toso | 7ex | so6 | 04 | 212 | a4
v | aos2 | awo | ims | isto | o0 | 73 | awo | 301 | 260 | 143
Lrsv | e | s | weso | w67 | to0s | 7ss | a2 | x| 266 | 141
vsov | s | 2207 | ot | e | osa | mz | a5 | 295 | 264 | 140
Note: , Colland batery
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3 PR — Temperature effect on designed float life
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Battery Construction
Posine | Neatve | Continer ; illar
Component | Posity g < | sateyvaive | Terminal | Separator | Blectraite [ il
Balanced Advanced Tuo
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn Limited IIIIIIII
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