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Sealed Lead Acid Dural AGM Battery GB12-160

CSBattery GB series AGM batteries are designed to have a large - e e
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with very heavy non-porous battery plates to withstand repeated

major discharging and charging cycle. The CSBattery VRLA AGM

battery uses a different chemistry for the plates active paste

material, and a slightly stronger electrolyte than normal battery

electrolyte, thus the GB range features higher cyclic life with 10

years of float lfe when compared to the standard Duration range.
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Dimensions & Weight Technical Specifications
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Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Time | 15min | _30mn_|_45min ih m 3h s | 10n 20
6oV 01 81| 1206 | 164 | e | a4 305 186 | 166t | ox
165V 1636 | 1174 | 1056 | &7 | ase 301 185 | 168 | 915
170V 191 | a1 | w07 | es | as7 | 207 183 | 1632 | 906
175V 15606 | 1109 | 979 | 610 | ase | 202 181 1616 | 897
Lsov 1501 | 1077 | ss0 | ses | a3s | oss 179 | 1600 | sss
Discharge Constant Power per Coll (Watts at 25°C)

EV/Time | 1smn | 30min | _dsmin in sh [0 10h

Leov 038 | 3135 | o490 | o5 569 348 | 310

wesv | amos | o1 | 2ie | 1932 | s61 34| 307

L0V 4618 | 2067 | 2120 | 1m0 553 341 304

L5V a8 | oss3 | o068 | w6 sis 38 | 301 167
LoV 498 | omo | s | ma 537 334 28 166
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn
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