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Sealed Lead Acid Dural AGM Battery GB12-18
CSBattery GB series AGM batteries are designed to have a large v = ned
ameunt o sored cument dscrarged petween,charging sessors, (N0

with very heavy non-porous battery plates to withstand repeated
major discharging and charging cycle. The CSBattery VRLA AGM
battery uses a different chemistry for the plates active paste
material, and a slightly stronger electrolyte than normal battery
electrolyte, thus the GB range features higher cyclic life with 10
years of float lfe when compared to the standard Duration range.
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Dimensions & Weight Technical Specifications

Length(mminch) 181713 Nominal Volsge 12V(6 cels per uni)
sl i Design Floaing Life @25C

WERRAE ) TR0 @25CQ0 hour rate@ WA, 108V) 180An
Height(mm/inch) 167/6.58 10hour rate (1.71A,10.8V) 17.1Ah
Total Height(mm/inch)  167/6 58 Capacity @25C S hour ate (3 21A.105V) 1603Ah
Weight(kg/lbs): 52115 1 hourate (11 8849 6V) 118540
nternal Resisance | Foll Charged Batiry @25C <120m0

Discharge SIST4ST

Ambient Temperature -15C-45T

-I5T-45T

Capacity affected by

Temperature
(10hour)
Self-Discharge@25°C_per Month
\ Tnilal Chirging Currnt Less than 5 42
Yt — Tl Chirging Currnt Less han 5 42
it Voltage 144-149V
Battery Discharge Table
)
EV/Time | 1smin | 30mn | _smm i ) 3h sh 100 20m
v 2080 | 1980 1386 1188 743 509 339 188 099
165V 2905 | 1944 | 1361 | 166 | 729 500 333 185 097
170V 2871 | 1908 1336 | 11as 716 a9 327 182 095
175V ®17 | 187 13.10 1123 702 481 321 178 0.94
180V 2709 | 1800 | 1260 | 1080 675 463 308 171 090
Discharge Constant Power per Cell (Watts at 25°C)
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Lrsv | sa2s 35 | 2@ | st | o | e | ais 180
v | s 2026 | 20m | 1290 | w0 | sor | 390 173

Note: : Callanabattery
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: wun CsBatterv.n i
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