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Sealed Lead Acid Durable AGM Battery GB12-20
CSBattery GB series AGM batteries are designed to have a large. ™ AGH VRLA
st o siored cuent dscharged betwetn, chaging sesons
with very heavy non-porous battery plates to withstand repeated
major discharging and charging cycle. The CSBattery VRLA AGM
battery uses a different chemistry for the plates active paste
material, and a slightly stronger electrolyte than normal battery
electrolyte, thus the GB range features higher cyclic life with 10
years offloat ife when compared to the standard Duration range.
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Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Time | 1smin | _30min_|_45min Ih n s | 10n 20
30| 20 | a0 | 1320 | s2s 31| 2s 209 110
tesv_ | 350 | 2160 | 1si2 | 1206 | 810 0 | 24 206 Lo
vrov_ | ste | 2120 | s | wam2 | 795 363 244 200 106
175V 330 | 2080 | iase | 1248 | 70 356 | om0 198 Lot
tsov_ | o1 | o000 | 1400 | 1200 | 750 343 230 190 Lo
Discharge Constant Power per Coll (Watts at 25°C)
EV/Time | 1smn | 30min | _dsmin in h sh [0 10h 20m
Leov @73 | w235 | 965 | 2541 088 | 726 | ass | aos | 210
eV | 6257 | auss | 2911 | 2495 wes | 712 | 79 | 306 | 208
L0V 6lal_| som | ons7 | 2uae 04 | 699 | a0 201
L5V 025 | a004 | 2803 | 2402 1029 | 686 | a6l 200
180V 5794 | 3850 | 2695 | 2310 | 1aas | s 660 | as3 193
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn
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