Durable Battery Choose CSBattery Fal (s e
Sealed Lead Acid Dural AGM Battery GB12-200

CSBattery GB series AGM batteries are designed to have a large o e e
amoun ot sred et aschargos soveen chrsins scsore, (R0 ()
with very heavy non-porous battery plates to withstand repeated

major discharging and charging cycle. The CSBattery VRLA AGM

battery uses a different chemistry for the plates active paste

material, and a slightly stronger electrolyte than normal battery

electrolyte, thus the GB range features higher cyclic life with 10

years of float lfe when compared to the standard Duration range.
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Dimensions & Weight Technical Specifications

g T
‘Width(mm/inch) 2409 45 Nominal Cs 125°C(10 hour rate(@20 0A, 10.8V)

Capacity @25 5 hour ate (35 4A,10.5V)
1 hour ate (1324.9.6V)

Total Height(mm/inch) ~ 224/8 82
Weight(kg/lbs)(+3%) 5821284
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Battery Discharge Table

EV/Time | 1Smin | 30min_|_45min n s | 10n 20n
064|181 88 | ss0 374 246 20 121
165V 3039 | 2006 | usa | 16 | s04 540 367 | 242 216 119
vrov_ | 2083 | wose | 127 | 122 | 789 | s30 360 | 237 212 17
17sv | a7 | wesi | w00 | ies | ma 520 354 233 | 208 114
tsov | 814 | is76 | 136 | 10 | 7a4 | so0 | 340 | 224 | 200 1o

Discharge Constant Power per Cell (Watts at 25°C)

EV/Time | tSmin | Somin | asmin In 2 h sh [0 100 20m
Leov s 650 | 2sa1 | 1575 | w0so | mo | ara | a4 | 233
eS| sss0 2798 | 25 | 1se7 | o | 707 | a6 | ate | 220
L0V s12 247 | ouo 020 | o4 457 | w8 | 24
L5V 634 205 | 2002 | 1aso | w01 | e ag | w0 | 20
180V 5417 291 | 230 | a2 | 963 655 | at 385 | 212

Note: . Celland battery

wies ||

WrrERY

B

14 1
i —
—~ O—F
4 Py g s t
X 1 ) . \"\
N = £ | I
3
= 3 |
aw 20 30 40 50 &0
Grarging tinelh ) Temperature("C)
Cycle life vs. Depth of discharge (25°C) Discharge characteristics (25°C)
" s
s : g
S 5 {
£, i T
S [T e i
: 11 T
wow W o —
Cycle lfeftimes) Discharging time
Temperatur e effect o n battery self-discharge Temperature effect on capacity
I8 N [ e e - e i
3 " ] B
% ol Nocharb T —rea i =¥
= 2 . P
oL S = CEEEET]
Storage! Temperature('C)
L oacers constructon
Component | Pt | Nemstive | Couoner | sateiyvane | Terminal | Separator | Fteciroe | A
Balanced Two
Thick high | pPalineel Hame Fomae | Advanced AGM | Diutehigh | 1%
o | S & ot | Sifisterd| i | e’ | el | 2
speciolpaste | SO | g0y | resisance | "STME | ol Gesign —

Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn
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