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Valve Regulated Long Life GEL Battery GB12-200G

CSBattery GBG series pure GEL battery is with 12-15 years floating v CeL Uoetin
design fe, it is ideal for standby or frequent cyclic discharge
applications under extreme environments. By adopting thicker grids,

high purity 99.997% lead and patented Silicon Gel electrolyte, GBG

series offers excellent recovery performance after deep discharge

under frequent cyciic discharge use, and can deliver 1200 cycles at 50% 3

DOD even workin hot or cold area. Suitable for Solar, CATV, marine, RV
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Dimensions & Weight Technical Specifications
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Voltage 144149V

Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Time | iSmin | 30min | 4smin I n 3 sh s 10n 20
veov_ | 3039 | o1 | 1337 | nes | mo s34 33 | 210 | sm | w3y
vesv | 2012 | im0 | 1m0 | nes | mie 24 | 30 | sos | 1ass | 102
v7ov_ | 276 | 1790 | 18 | 133 | w3 sia 34 06 | 183 | 1019
iasv_ | 2659 | imo | 148 | noi | ese 502 | no 204 | 1818 | 1000
tsov | 233 | 1ess | 121 | 1069 | 670 | 490 | 324 | 200 | 1800 | 1000

Discharge Constant Power per Cell (Wats at 25°C)
EV/Aime | ismin | S0min | asmin in n . s s 100 20m
See8 | 327 | 2530 | 2033 | isel | oos 641 301 349 194
Losv si32 | 2 | 63 | 2ia | 136 | w71 | e 87| 316 192
L0V sw6 | sms | 29s | ana | uu | oeso | w2 384 32 190
L5V 4959 | 3243 | 2m7 | 2054 | 180 | 036 | e13 380 | 339 188
LoV a3 | 39 | 259 | wwa | 149 | o013 604 316 | 36 186
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Performance Characteristics
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Charging time(hour) Temperature(°C)
Cycle life vs.Depth of discharge (25 Discharge characteristics (25°C)
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Temperature effect on battery self-discharge Temperature effect on capacity
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Battery Construction
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website:




