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Sealed Lead Acid Dural AGM Battery GB12-45
CSBattery GB series AGM batteries are designed to have a large = v ]
amount of stored cument ascarees veween chorang scssors, () N RS

with very heavy non-porous battery plates to withstand repeated
major discharging and charging cycle. The CSBattery VRLA AGM
battery uses a different chemistry for the plates active paste
material, and a slightly stronger electrolyte than normal battery
electrolyte, thus the GB range features higher cyclic life with 10
years of float lfe when compared to the standard Duration range.
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Dimensions & Weight Technical Specifications

Lengih(mmfinch) 198780 NommlVotage VG eali prun)
Widihmminch) 166/6:54 Design Floing Lie @25 7
i rh 35010 hour e d SO T08Y) A
20hour ate 2 50A,108V) S0an
Totl Height(mm/inch) 174685 Capeeiy @25 S hourrae (8 34.105Y) 415An
Weight(hgbs)e3%) 129285 | hour e (25949 6V) 299An
il Rsiiance 25 By
Dischrge 5T5C
Aot Temperatre Clarge Jstase
Stomge istsse
A )
: ) e 105%
oy b i
eperaure
oc a5
(10hou) s =
Self-Discharge@25C_per Month 3%
S il Charging Curent Les ha 11254
cnecomn | S0 e
Voltage) @25C ‘ P l Tl Chaging Curent Les tran T1 358
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Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Tme | tsmn | Somn | asmn | b | Py PR I T T
260 | 473 | 340 | 299 | 182 | 134 | 86 | 53 | aes | 25
wesv_| 79 | 460 | 330 | 200 | 179 | 51 | 85 | s1 | aet | 25
LoV | o6 | aes | s21 | 283 | 176 | 129 | ss | si | 4% | 25
usv | ess | s | 312 | s | oa [ u2s | w3 | s | ase | 2w
v | &3 | 422 | 303 | 267 | 167 | 122 | s1 | s0 | 450 | 250

Discharge Constant Power per Cell (Watts at 25°C)

Ev/Time | Tsmn | Somn | dsmn | 1n | b h Ey T T
Loov 882 | 632 | 558 | 341 | 249 | 160 68 | 48
eV 858 | et6 | 543 | 34 | s [ iss 868 | 4%
L0 3 5 328 | 20 | 155 857 | a7
Lsv s | se2 320 | 24 | 153 846 | 471
sov_ | st | 7es | Ses | aos | 312 | 228 | 151 836 | 461
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Sealed Lead Acid Durable AGM Battery GB12-45
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn
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