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Sealed Lead Acid Durable AGM Battery GB12-50
CsBattery GB series AGM batteries are designed to have a large v e 777
st o siored cuent dscharged petween, chagng sesons

with very heavy non-porous battery plates to withstand repeated
major discharging and charging cycle. The CSBattery VRLA AGM
battery uses 3 different chemistry for the plates active paste
material, and a slightly stronger electrolyte than normal battery
electrolyte, thus the GB range features higher cyclic life with 10
years of float life when compared to the standard Duration range.
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Dimensions & Weight Technical Specifications

_— Nl Voluze T T2Vi6 s prany
Desin Floaing Lits @25C 10 Years
finch) T Nominal CIE\E @25C(10 hour m.@sooa.m 8V) S0Ah
Height(mm/inch) 2085819 20hour rae (2 78A.108V)
Towl Height(mmjinch) 2127835 Copacity @25C S hour e 9.14.105Y)
v 155342 1 hour e (3349 6)
- = 2 Internal Resistance Full Charged Batt R5C
—= Ambient Temperature Churse
Storge
I
" e
apaciy affctd by =
Temperature o
(10 hour) £
I.-= SelFDischarge@25°C_per Morih
il Charging Curtet Les than 1254
Voluge) @25C e il Charging Currnt Less than 125

Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Time | 15min | 30min_|_45min I m 3 sho | 10h 200
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Dischargo Constant Power por Coll (Watts at 25°C)
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