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Sealed Lead A Durable AGM Battery GB12-55

CSBattery GB series AGM batteries are designed to have a large 7 ot )
amount o Stoed cuten dschrged botween chaging sessons
with very heavy nor-porous battery plates to withstand repeated
major discharging and charging cycle. The CSBattery VRLA AGM
battery uses a different chemistry for the plates active paste
material, and a slightly stronger electrolyte than nomal battery
electrolyte, thus the GB range features higher cyciic life with 10
range.
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Dimensions & Weight Technical Specifications

Length(mminch)

9/9.02 ‘Nominal Voluge TV(6 cells per u
10 Vears

Widemmiinch) Design Floating Life @25C
‘Nominal Capacity @25 C(10 hout ratef@S SO 108V)

Height(mm/inch) 20hous rate (3.05A,10.8V)

Total Height(mm/inch) 2121835 Capacity 5 hour rate (10.0A,10 5V)

162357 1 hour rate (36 6A.9.6V)
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Discharge Constant Current per Cell (Amperes at 25°C)
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Discharge Constant Power per Cell (Watts at 25°C)
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn
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