Durable Battery Choose CSBattery 50 S

Sealed Lead Acid Dural AGM Battery GB12-65
CSBattery GB series AGM batteries are designed to have a large = v ]
amount of stored cuet ascorees veween crorang scssors, () N R

with very heavy non-porous battery plates to withstand repeated
major discharging and charging cycle. The CSBattery VRLA AGM
battery uses a different chemistry for the plates active paste
material, and a slightly stronger electrolyte than normal battery
electrolyte, thus the GB range features higher cyclic life with 10
years of float lfe when compared to the standard Duration range.
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Dimensions & Weight Technical Specifications
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Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Time | 1smin | _30min_|_45min Ih n 3h s | 10n 20
1097 | o83 490 | a3 | 264 193 124 76 67 375
165V w052 | e6s | 417 | a1 259 189 122 75 6w | am
170V 1006|646 64 w9 | s 186 121 74 663 368
175V %60 | 62 451 308 | s 151 119 74 651 361
8oV oL 610 a7 | e | w2 177 107 73 650 | 36l

Discharge Constant Power per Cell (Watts at 25°C)

EV/Time | 15mn | 30min | _dsmin In 2 h sh [0 10h 20m
Leov 247 | 1274 | o1 | so6 92 359 231 11 126 70
wesv_ | iee1 | 1239 | sse | ows | as3 | 353 | 208 | w0 | 125 69
L0V 1876 | 1205 | 865 | 763 74 36 25 158 124 69
L5V o1 | | sso | a2 2 38 21 137 122 638
180V e | 1137 | sie | 7o 51 30 218 136 121 67
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn
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