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CSBattery GBG series pure GEL battery is with 12-15 years floating
is ideal for standby or frequent cyclic discharge
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applications under extreme environments. By adopting thicker grids,
high purity 99.997% lead and patented Silicon Gel electrolyte, GBG

series offers excellent recovery performance after deep discharge

under frequent cyclic discharge use, and can deliver 1200 cycles at 50%
DOD even work in hot or cold area. Suitable for Solar, CATV, marine, RV

and deep discharge UPS, communication, and tele communication, et

Applications [
5 v

b

PAM additives

> Ups systems, Inverter

> PowerEquipment condition
v

i
' Longlife expectancy of 15 years in floating.

> Solar &Wind
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Dimensions & Weight Technical Specifications

' Excelent deep discharge recovery capabilty
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Nominal Valtage T 12(6 cels perunit)
Length(mminch) 3501378 Design Floaing Life @25C 12 Years
Widdb{mmiinch) 1ETAE o Capseiy @250 ot e @€ SOATOSY 5An
ORI A 20w e (6IA105V)
Heighlonjnch) 7 Capacity @25C S hour e (11.94,105V)
Tonl 178701 1 hour e (43249 6V)
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Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)
EV/Time | 1smin_| 30min | 45min | b n h an sh sh wh |20
veov_| 1097 | es3 | a0 | w32 | 264 | 13 | 163 | 124 | 96 | em | 375
vesv_ | 1052 | e6s | 427 | 421 | 250 | e | use | 122 | 95 | em | 3m
1oV | 1006 | et6 | 46a | a9 | 254 | ise | 155 | 121 74| 66 | 368
17V | 960 | s | asi | 398 | 2as | i | usi | we | 94 | 6w | 3e
tsov | ots | 6o | 437 | s6 | 242 | 17 | a1 | na | 73 | es0 | el

Discharge Constant Power per Coll (Watts at 25°C)

EV/ime | tsmin | 3omin | smin | _ih M 3 an h s 0n | 2o
2 1274 | o4 | sos | a9 | 350 | 296 | o3t | 1a1 | 16 | 70
esv_ | teer | 1230 | sso | w5 | axs | 353 | 200 | 208 | 1s0 | 125 | 69
Vv | 876 | 1205 | ses | 763 | 474 | 3a6 | oss | 205 | 138 | 124 | 69
vasv | x| nza | seo | a2 | a2 | 338 | oso | 201 | 137 | 122 | es
vsov_ | 1me | 137 | sie | 70 | st | 330 | 274 | 28 | 136 | 121 | e

Note: i Calland battery
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Valve Regulated Long Life GEL Battery GB12-65G

Performance Characteristics
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Temperature effect on designed float life
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Cycle life vs.Depth of discharge (25°C)

Discharge characteristics (25°)
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Temperature effect on battery self-discharge Temperature effct on capacity
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian

2nd Road, Baoan, Shenzhen, China.

Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn

Website: www.CSBattery.cn
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