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Sealed Lead Acid Dural AGM Battery GB12-70
CSBattery GB series AGM batteries are designed to have a large oV AGM VRLA
ameunt o siored cument dscrarged petween,charging sessors, D
with very heavy non-porous battery plates to withstand repeated

major discharging and charging cycle. The CSBattery VRLA AGM
battery uses a different chemistry for the plates active paste
material, and a slightly stronger electrolyte than normal battery
electrolyte, thus the GB range features higher cyclic life with 10
years of float lfe when compared to the standard Duration range.
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Dimensions & Weight Technical Specifications

Length(mm/inch) 3501378 Nominal Voliage TOV(6 clls per uni)
Width(mminch) 167/6.58 e @25C - o
Height(mm/inch) 1787701 ARSI
Total Height(mm/inch) ~ 178/7.01 Capucity @25T 5 hour rate (12.84,10.5V)
4 205474 1 hour ate (46 6A96V)
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Self-Discharge@25'C_per Month
Initial Charging Current Less than 17,5
Voltage 13.6-13.8V.

Iniil Charging Current Less than 1754
Voltage 144-149V.

Standby Use:

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Time | 15min | 30min_|_45min I m 3 sho | 10h 200
ov [“ms | s | a6 | e | 208 | 134 | 52 | 78 | aos
vesv | 33 | me | sis | as3 | o9 | ooa | 32 | s1 | a1 | 4w
170V 1083 | 696 499 44l 73 200 130 80 714 3%
sV | oss | 26 | ass | a2s | 27 | 195 | s | 19 | 0 | 3w
wsov | oss | es7 | a1 | a6 | 20 | 10 | e | 78 | 70 | 3w
Dischargo Constant Power por Coll (Watts at 25°C)
EV/Aime | t5mn | 3omn | dsmn | h :n h sh on | 20n
v | o4 | 12 | osa | ses | ;0 | 7 | 2 e | 15
eV 202 | ums | ess | ses | w0 | w0 | e 4|75
170V o1 | s | o1 | w2 | sio | s | o 133 | 74
175V 1020 | 1261 | o0s | 799 | aos | sea | 20 52 | 73
180V w7 | s9 | 75 | ase | 355 | ms B | 72
Note: , Calland battery
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: wun CsBatterv.n i
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