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Sealed Lead Acid Dural AGM Battery GB12-75
CSBattery GB series AGM batteries are designed to have a large oV AGM VRLA
amount of stored cument dscorees veeen chreine scssors, () (IR (D
with very heavy non-porous battery plates to withstand repeated __

major discharging and charging cycle. The CSBattery VRLA AGM
battery uses a different chemistry for the plates active paste
material, and a slightly stronger electrolyte than normal battery
electrolyte, thus the GB range features higher cyclic life with 10
years of float lfe when compared to the standard Duration range.
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Dimensions & Weight Technical Specifications

Length(mm/inch) 26071024 ‘Nominal Voliage T2V cells per i)
Design Floating Life @25C 10 Years
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Self-Discharge@25TC_per Month 3%
Tl Charging Curten Less han 193
Charge (Constant Syt oltage 136-13 8V

Tnitial Charging Current Less than 19
Voltage 144-149V.

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Time | 30min 45min in n 3 sh s 10h 20n
L6\ 842 604 479 281 207 110 95 7588 400
Lesv 800 s81 464 212 200 137 95 173 405
170V 764 560 446 25 195 134 93 765 401
L5V 74 535 28 2558 191 132 92 758 397
LoV 691 s1s 413 248 185 129 90 750 390
Discharge Constant Power per Coll (Watts at 25°C)
EV/Time 3omin 5min in 3h sh [ 100 200
Leov 1571 1126 892 386 260 178 147 76
L5V 1492 1083 866 373 256 176 14 76
L0V 124 1043 82 304 250 173 3 25
L5V 1350 97 799 355 246 [ix] 141 74
180V 1288 961 771 344 241 168 180 73
Note: . Celland battery
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