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legulated Long Life GEL Battery [cl:k 2 {1[c]
CSBattery GBG series pure GEL battery is with 12-15 years floati

design lfe, it is ideal for standby or frequent cyclic discharge \RZZIA Technology Battery.
applications under extreme environments. By adopting thicker grids,
high purity 99.997% lead and patented Silicon Gel electrolyte, GBG.
series offers excellent recovery performance after deep discharge
under frequent cyclic discharge use, and can deliver 1200 cycles at 50%
DOD even work in hot or cold area. Suitable for Solar, CATV, marine, RV
and t
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Dimensions & Weight Technical Specifications

omnal Voizge ToV{G el per iy
Length(uninch)  260/1023 Design Floating Life @25C T
Width(mm/inch) 169665 ‘Nomial Capucty @25 C(10 hour rue@8DOAT08V) | 8o
k] ol 20hous ke (444A,108V) 8840
Capacity @25C S bour e (14.6A105V) 734
Total Helghu{orThehy 1 hour rate (532A.9.6V) 53240
, E
o Discharee 20C-60C
2 Ambient Temperature Charge -10T-60C
¥ Storage -20C-60C
| 1] M @25°C 480A (5s)
i W0T 105%
Capactyafected by w o
Temperaure
(10 hour) = i
15T 5%
Self-Discharge@25C_per Month A

Inital Charging Current Less than 204
oliage 13.6-13 8V

Tnital Charging Current Less than 20A
Voltage 14.4-149V.

Standby Use.

—
Vollage) @25C l

Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

EV/Time | iSmin | 30min | 4smin I n h sh s 10n 20
0V s | w0 | w03 32 | ma 237 153 93 53 | ae
165V 1294 | 818 587 sis 318 233 150 92 824 | am
170V 38|75 71 504 312 28 18 o1 816|453
135V us2 | 73 sss_ | _ase | s 23 146 90 808 | aan
Lsov 26 | 750 58 | s 28 | s 144 90 800 | ads

Discharge Constant Power per Cell (Wats at 25°C)
EV/Aime | ismin | S0min | dsmin in n . s s 100 20m
2519 | 157 | 125 | ee3 | 605 | aad 285 174 155 56
Losv 214 | 155 | w94 | o6 | soa | aza | 281 172 154 85
L0V 209 | 83 | w64 | o390 | sw3 | a6 277 170 152 84
L5V 204 | a1 | w03 | o13 s69 | w6 | 273 169 151 84
LoV 2009 | 1399 | 104 | ss6 | sss | 06 | 269 167 159 83

Note: The above dat
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Valve Regulated Long Life GEL Battery GB12-80G
Performance Characteristics
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Battery Construction
Postne | Negative i
Component | Pt o Safetyvabve | Terminal | Separator | Flectrolyte
‘Advanced
hickbigh | pp.Ca grd or | e Fae Female | PVC/AGM
e u ok | 8 Nide opper | separator for | Silcon Gel
v poe | csmbinton | {3 | g | e | bt pressre

Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn
Website: www.CSBattery.cn




