Durable Battery Choose CSBattery

ng Life GEL Battery

CSBattery GBG series pure GEL battery is with 12-15 years floating
is ideal for standby or frequent cyclic discharge
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applications under extreme environments. By adopting thicker grids,

high purity 99.997% lead and patented Silicon Gel electrolyte, GBG
series offers excellent recovery performance after deep discharge
under frequent cyclic discharge use, and can deliver 1200 cycles at 50%
DOD even work in hot or cold area. Suitable for Solar, CATV, marine, RV
and deep discharge UPS, communication, and tele communication,, etc.
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> Ups systems, Inverter

> PowerEquipment condition
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' Longlife expectancy of 15 years in floating.

> Solar &Wind

' Excelent deep discharge recovery capabilty
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Dimensions & Weight Technical Specifications
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Lengih(mminch) 33171303 Floaing Life a25C 15 Years
Width(mmiinc) 1741685 Nomnal 2510 hour e 00A.108V) 0An

! 20hous e (5.00A,108Y) 100An
Height(mm/inch) 21k Capacity @25°C 5 hour rate (16.4A,10.5V) 82Ah
“Total Height(mm/inch) 2197862 | ot (S99ADV) so9nn
Weight(kg/bs)(e3%) 25,5563 Full Charged Batery @25°C =5sma
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Initial Charging Current Less than 22 5A.
Volige 136-13 8V

il Chirging Current Less than 22 5A.

Battery Discharge Table

Discharge Constant Current per Cell (Amperes at 25°C)

min_|_4smm_ | __ih n 3h s s 1o
96 618 | 599 | 365 | 261 172 s | o3
920 60 s3 | 358 | o6 169 04 | o027
85 o2 | ser | 352 | 257 167 03 | 918
870 04 | ssi M3 | 51 164 w2 | 909
44 o6 | s3s | 35 | s 162 101 900
Discharge Constant Power per Coll (Watts at 25°C)
EV/ime | ismin | 30min | asmin In 2 h sh [0 10h 20m
234 | 173 | 165 | g | est 08 320 196 175 97
Losv e | 7e | 31| 1087 | ees 89 316 194 173 96
L0V 2598 | 1669 | 1197 | 1057 | 66 479 301 192 171 95
L5V 280 | 1622 | 16 | 1027 | es0 68 307 190 170 94
180V 262 | 1574 | 130 | 997 624 457 302 188 168 93
Note: 1 and batter
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Valve Regulated Long Life GEL Battery GB12-90G

Performance Characteristics
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Life (year)

Temperature effect on designed float life
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Temperature(°C)

Cycle life vs.Depth of discharge (25°C)

Discharge characteristics (25°C)
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Temperature effect on battery self-discharge

Temperature effct on capacity
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[ Battery Construction |
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Componens | Pt e Satetyvalve | Terminal | Separator | Etecrote |
Balanced Advanced Tuo
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Add: Building Evolution, Xingdong industry Park, NO.61, Liuxian 2nd Road, Baoan, Shenzhen, China.
Tel: +86-755-29123661 Email: Sales@CSBattery.cn, Support@CSBattery.cn

Website: www.CSBattery.cn
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